## Journal of

## Meehanics of

## Materials ănd Structures



# PLANE WAVES AT THE BOUNDARY OF TWO MICROPOLAR THERMOELASTIC SOLIDS WITH DISTINCT CONDUCTIVE AND THERMODYNAMIC TEMPERATURES 

Rajneesh Kumar, Mandeep Kaur and Satish C. Rajvanshi


#### Abstract

The present investigation is concerned with wave propagation at an interface of two different micropolar thermoelastic solid half-spaces with distinct conductive and thermodynamic temperatures. Reflection and transmission phenomena of plane waves impinging obliquely at a plane interface between two different micropolar thermoelastic solid half-spaces with two temperatures are investigated. The incident wave is assumed to be striking at the plane interface after propagating through one of the micropolar generalized thermoelastic solids with two temperatures. Amplitude ratios of the various reflected and transmitted waves are obtained in closed form and it is found that these are functions of the angle of incidence and frequency, and are affected by the elastic properties of the media. Micropolarity and twotemperature effects are shown on these amplitude ratios for a specific model. Results of some earlier workers have also been deduced from the present investigation.


## 1. Introduction

The theory of micropolar elasticity introduced and developed by Eringen [1966] has aroused much interest in recent years because of its possible utility in investigating the deformation properties of solids for which classical theory is inadequate. Micropolar theory is believed to be particularly useful in investigating material consisting of bar-like molecules, which exhibit microrotational effects and can support body and surface couples. A micropolar continuum is a collection of interconnected particles in the form of small rigid bodies undergoing both translational and rotational motions. The force at a point of the surface element of a body is completely characterized by the force stress vector and couple stress vector at that point.

The linear theory of micropolar thermoelasticity was developed by extending the theory of micropolar continua to include thermal effects. A comprehensive review of the subject was given in [Eringen 1970; 1999; Nowacki 1981]. Tauchert et al. [1968] also derived the basic equations of the linear theory of micropolar coupled thermoelasticity. Dost and Tabarrok [1978] presented the generalized thermoelasticity by using Green and Lindsay theory. Chandrasekharaiah [1986] developed a heat flux-dependent micropolar thermoelasticity. Boschi and Ieşan [1973] extended a generalized theory of micropolar thermoelasticity that permits the transmission of heat as thermal waves at finite speeds.

Thermoelasticity with two temperatures is one of the nonclassical theories of the thermoelasticity of elastic solids. The main difference between this theory and the classical theory is the thermal dependence.

[^0]Chen and Williams [1968] and Chen et al. [1969] formulated a theory of heat conduction in deformable bodies. This depends on two distinct temperatures, the conductive temperature $\Phi$ and thermodynamic temperature $T$. Chen et al. [1969] suggested that the difference between these two temperatures is proportional to the heat supply. These two temperatures may be equal under certain conditions for timeindependent situations. However, for time-dependent problems relating to wave propagation, these two temperatures are, in general, different, regardless of the presence of a heat supply. The two temperatures and the strain are found to have representation in the form of a traveling wave pulse, a response which occurs instantaneously throughout the body [Boley and Tolins 1962]. Warren and Chen [1973] investigated wave propagation in the two-temperature theory of thermoelasticity.

Youssef [2006] presented a new theory of generalized thermoelasticity by taking into account the theory of heat conduction in deformable bodies, which depends on distinct conductive and thermodynamic temperatures. He also established a uniqueness theorem for the equation of two-temperature generalized linear thermoelasticity for a homogeneous and isotropic body. Recently, Puri and Jordan [2006] studied the propagation of plane waves under two temperatures. Youssef and Al-Lehaibi [2007] and Youssef and Al-Harby [2007] investigated various problems on the basis of two-temperature thermoelasticity with a relaxation time and showed that the obtained results are qualitatively different when compared to those in the case of one-temperature thermoelasticity. Magaña and Quintanilla [2009] investigated the uniqueness and growth of the solution in two-temperature generalized thermoelastic theories. Mukhopadhyay and Kumar [2009] studied thermoelastic interaction in two-temperature generalized thermoelasticity in an infinite medium with a cylindrical cavity. Various investigators have studied problems in two temperatures, for example, [Kaushal et al. 2010; Kumar and Mukhopadhyay 2010; El-Karamany 2011; El-Karamany and Ezzat 2011; Kaushal et al. 2011].

Various authors have investigated the problems of reflection and transmission at the boundary surface of micropolar elastic solid half-spaces, for example, [Tomar and Gogna 1992; 1995a; 1995b; Hsia and Cheng 2006; Hsia et al. 2007; Kumar and Barak 2007; Kumar et al. 2008a; 2008b].

In this paper, we study the problem of reflection and transmission of plane waves at an interface of two different micropolar generalized thermoelastic solid half-spaces with two temperatures. Micropolarity and two-temperature effects are depicted graphically on the amplitude ratios for the incidence of various plane waves, that is, longitudinal displacement waves ( LD waves), thermal waves ( T waves), and transverse displacement waves coupled with transverse microrotational waves (CD-I and CD-II waves).

## 2. Basic equations

Following [Eringen 1966; Ezzat and Awad 2010], the field equations in an isotropic, homogeneous, micropolar elastic medium in the context of the generalized theory of thermoelasticity with two temperatures, without body forces, body couples, or heat sources, are given by

$$
\begin{gather*}
(\lambda+2 \mu+K) \nabla(\nabla \cdot \vec{u})-(\mu+K) \nabla \times(\nabla \times \vec{u})+K(\nabla \times \vec{\phi})-v \nabla T=\rho \frac{\partial^{2} \vec{u}}{\partial t^{2}},  \tag{1}\\
(\alpha+\beta+\gamma) \nabla(\nabla \cdot \vec{\phi})-\gamma \nabla \times(\nabla \times \vec{\phi})+K(\nabla \times \vec{u})-2 K \vec{\phi}=\rho j \frac{\partial^{2} \vec{\phi}}{\partial t^{2}},  \tag{2}\\
K^{*} \nabla^{2} \Phi=\rho c^{*}\left(\frac{\partial T}{\partial t}+\tau_{0} \frac{\partial^{2} T}{\partial t^{2}}\right)+\nu T_{0}\left(\frac{\partial}{\partial t}+\tau_{0} \frac{\partial^{2}}{\partial t^{2}}\right)(\nabla \cdot \vec{u}), \tag{3}
\end{gather*}
$$

where

$$
T=\left(1-a \nabla^{2}\right) \Phi
$$

and the constitutive relations are

$$
\begin{align*}
t_{i j} & =\lambda u_{r, r} \delta_{i j}+\mu\left(u_{i, j}+u_{j, i}\right)+K\left(u_{j, i}-\epsilon_{i j r} \phi_{r}\right)-v\left(1-a \nabla^{2}\right) \Phi \delta_{i j},  \tag{4}\\
m_{i j} & =\alpha \phi_{r, r} \delta_{i j}+\beta \phi_{i, j}+\gamma \phi_{j, i}, \quad i, j, r=1,2,3 \tag{5}
\end{align*}
$$

where $\lambda$ and $\mu$ are Lamé's constants; $K, \alpha, \beta$, and $\gamma$ are micropolar constants; $t_{i j}$ are the components of the stress tensor; $m_{i j}$ are the components of couple stress tensor; $\vec{u}$ and $\vec{\phi}$ are the displacement and microrotation vectors; $\delta_{i j}$ is the Kronecker delta; $\rho$ is the density; $\epsilon_{i j r}$ is the alternating symbol; $j$ is the microinertia; $K^{*}$ is the thermal conductivity; $c^{*}$ is the specific heat at constant strain; $\tau_{0}$ is the relaxation time; $T$ is the deviation of the thermodynamic temperature from the reference temperature; $\Phi$ is the deviation of the conductive temperature from the reference temperature; $T_{0}$ is the reference temperature; $a$ is the two-temperature parameter; and $v=(3 \lambda+2 \mu+K) \alpha_{T}$, where $\alpha_{T}$ is the coefficient of linear thermal expansion.

The necessary and sufficient conditions for the internal energy to be nonnegative as given in [Eringen 1970] are

$$
0 \leq(3 \lambda+2 \mu+K), \quad 0 \leq \mu, \quad 0 \leq K, \quad 0 \leq 3 \alpha+2 \gamma, \quad-\gamma \leq \beta \leq \gamma, \quad 0 \leq \gamma
$$

## 3. Formulation of the problem

We consider a homogeneous, isotropic, micropolar, thermoelastic solid half-space with two temperatures (medium $M_{2}$ ) lying over another homogeneous, isotropic, micropolar, thermoelastic solid half-space with two temperatures (medium $M_{1}$ ). The rectangular Cartesian coordinate system $O x_{1} x_{2} x_{3}$ having origin on the surface $x_{3}=0$ with the $x_{3}$-axis pointing vertically into the medium $M_{1}$ is introduced. Quantities in medium $M_{2}$ are denoted with a bar, while those in medium $M_{1}$ have no bar.

We consider the two-dimensional problem in the $x_{1} x_{3}$-plane, so that the displacement vector $\vec{u}$ and microrotation vector $\vec{\phi}$ for the solid medium $M_{1}$ are taken as

$$
\begin{equation*}
\vec{u}=\left(u_{1}\left(x_{1}, x_{3}\right), 0, u_{3}\left(x_{1}, x_{3}\right)\right), \quad \vec{\phi}=\left(0, \phi_{2}\left(x_{1}, x_{3}\right), 0\right) \tag{6}
\end{equation*}
$$

For convenience, the following nondimensional quantities are introduced:

$$
\begin{array}{rlrl}
x_{1}^{\prime} & =\frac{\omega^{*} x_{1}}{c_{1}}, & x_{3}^{\prime} & =\frac{\omega^{*} x_{3}}{c_{1}}, \\
t_{1}^{\prime}=\frac{\rho \omega^{*} c_{1}}{\nu T_{0}} u_{1}, & u_{3}^{\prime}=\frac{\rho \omega^{*} c_{1}}{\nu T_{0}} u_{3}, & \phi_{2}^{\prime}=\frac{\rho c_{1}^{2}}{\nu T_{0}} \phi_{2}, \\
t^{\prime} & =\omega^{*} t, & T^{\prime} & =\frac{T}{T_{0}}, \quad \Phi^{\prime}=\frac{\Phi}{T_{0}}, \\
t_{i j}^{\prime}=\frac{1}{\nu T_{0}} t_{i j}, \quad m_{i j}^{\prime}=\frac{\omega^{*}}{c_{1} \nu T_{0}} m_{i j}, \\
\tau_{0}^{\prime} & =\omega^{*} \tau_{0}, & a^{\prime} & =\frac{\omega^{* 2}}{c_{1}^{2}} a,
\end{array}
$$

where

$$
\omega^{*}=\frac{\rho c^{*} c_{1}^{2}}{K^{*}}, \quad c_{1}^{2}=\frac{\lambda+2 \mu+K}{\rho} .
$$

The expressions relating the displacement components $u_{1}$ and $u_{3}$ to the potential functions $\phi$ and $\psi$ in dimensionless form are taken as

$$
\begin{equation*}
u_{1}=\frac{\partial \phi}{\partial x_{1}}-\frac{\partial \psi}{\partial x_{3}}, \quad u_{3}=\frac{\partial \phi}{\partial x_{3}}+\frac{\partial \psi}{\partial x_{1}} . \tag{8}
\end{equation*}
$$

Making use of (8) in (1)-(2) and with the aid of (6) and (7) (after suppressing the primes), we obtain

$$
\begin{gather*}
\nabla^{2} \phi-\left(1-a \nabla^{2}\right) \Phi-\frac{\partial^{2} \phi}{\partial t^{2}}=0,  \tag{9}\\
\nabla^{2} \psi+a_{1} \phi_{2}-a_{2} \frac{\partial^{2} \psi}{\partial t^{2}}=0,  \tag{10}\\
\nabla^{2} \phi_{2}-a_{3} \nabla^{2} \psi-a_{4} \phi_{2}-a_{5} \frac{\partial^{2} \phi_{2}}{\partial t^{2}}=0,  \tag{11}\\
\nabla^{2} \Phi=a_{6}\left(1+\tau_{0} \frac{\partial}{\partial t}\right) \frac{\partial}{\partial t}\left(1-a \nabla^{2}\right) \Phi+a_{7}\left(\frac{\partial}{\partial t}+\tau_{0} \frac{\partial^{2}}{\partial t^{2}}\right) \nabla^{2} \phi, \tag{12}
\end{gather*}
$$

where
$a_{1}=\frac{K}{\mu+K}, \quad a_{2}=\frac{\rho c_{1}^{2}}{\mu+K}, \quad a_{3}=\frac{K c_{1}^{2}}{\gamma \omega^{* 2}}, \quad a_{4}=2 a_{3}, \quad a_{5}=\frac{\rho \hat{\jmath} c_{1}^{2}}{\gamma}, \quad a_{6}=\frac{\rho c^{*} c_{1}^{2}}{K^{*} \omega^{*}}, \quad a_{7}=\frac{\nu^{2} T_{0}}{\rho K^{*} \omega^{*}}$,
and $\nabla^{2}=\frac{\partial^{2}}{\partial x_{1}^{2}}+\frac{\partial^{2}}{\partial x_{3}^{2}}$ is the Laplacian operator.

## 4. Boundary conditions

The boundary conditions at the interface $x_{3}=0$ are requirements of the continuity of the normal stress component, the tangential stress component, the tangential couple stress component, the tangential displacement component, the normal displacement component, the microrotation component, and of the thermodynamic temperature and normal component of the heat flux. Mathematically these can be written as

$$
\begin{equation*}
t_{33}=\bar{t}_{33}, \quad t_{31}=\bar{t}_{31}, \quad m_{32}=\bar{m}_{32}, \quad u_{1}=\bar{u}_{1}, \quad u_{3}=\bar{u}_{3}, \quad \phi_{2}=\bar{\phi}_{2}, \quad T=\bar{T}, \quad K^{*} \frac{\partial T}{\partial x_{3}}=\bar{K}^{*} \frac{\partial \bar{T}}{\partial x_{3}} . \tag{13}
\end{equation*}
$$

## 5. Reflection and transmission

We consider LD waves, T waves, CD-I, and CD-II waves propagating through medium $M_{1}$, which we designate as the region $x_{3}>0$, and incident at the plane $x_{3}=0$ with direction of propagation at angle $\theta_{0}$ normal to the surface. Corresponding to each incident wave, we get reflected LD, T, CD-I, and CD-II waves in medium $M_{1}$ and transmitted LD, T, CD-I, and CD-II waves in medium $M_{2}$, as shown in Figure 1. In order to solve (9)-(12), we assume solutions of the form

$$
\begin{equation*}
\left\{\phi, \Phi, \psi, \phi_{2}\right\}=\left\{\tilde{\phi}, \tilde{\Phi}, \tilde{\psi}, \tilde{\phi}_{2}\right\} e^{\iota\left\{\left(x_{1} \sin \theta-x_{3} \cos \theta\right)-\omega t\right\}} \tag{14}
\end{equation*}
$$

where $k$ is the wave number, $\omega$ the angular frequency, $\theta$ the angle of incidence, and $\phi, \Phi, \psi$, and $\phi_{2}$ arbitrary constants.


Figure 1. Geometry of the problem.

Making use of (14) in (9)-(12) yields

$$
\begin{align*}
& V^{4}+D_{1} V^{2}+E_{1}=0,  \tag{15}\\
& V^{4}+D_{2} V^{2}+E_{2}=0, \tag{16}
\end{align*}
$$

where

$$
\begin{aligned}
D_{1} & =\frac{-1+\left(a-1 / \omega^{2}\right) a_{6} \omega^{2}\left(\iota / \omega+\tau_{0}\right)-a_{7}\left(\iota / \omega+\tau_{0}\right)}{a_{6}\left(l / \omega+\tau_{0}\right)}, & E_{1} & =\frac{1-a \omega^{2}\left[a_{7}\left(\iota / \omega+\tau_{0}\right)+a_{6}\left(\iota / \omega+\tau_{0}\right)\right]}{a_{6}\left(\iota / \omega+\tau_{0}\right)}, \\
D_{2} & =\left(\frac{a_{1} a_{3}}{\omega^{2} a_{2}}+1\right) \frac{1}{\left(a_{4} / \omega^{2}-a_{5}\right)}-\frac{1}{a_{2}}, & E_{2} & =\frac{1}{\left(a_{5}-a_{4} / \omega^{2}\right) a_{2}},
\end{aligned}
$$

and $V^{2}=\omega^{2} / k^{2}$.
Equations (15) and (16) are quadratic in $V^{2}$, therefore the roots of these equations give four values of $V^{2}$. Corresponding to each value of $V^{2}$ in (15), there exist two types of waves in medium $M_{1}$ which are, in decreasing order of their velocities, a LD and a T wave. Similarly, corresponding to each value of $V^{2}$ in (16), there exist two types of waves in medium $M_{1}$, a CD-I and a CD-II wave. Let $V_{1}$ and $V_{2}$ be the velocities of the reflected LD and T waves, respectively, and $V_{3}$ and $V_{4}$ be the velocities of the reflected CD-I and CD-II waves in medium $M_{1}$, respectively.

In view of (14), the appropriate solutions of (9)-(12) for mediums $M_{1}$ and $M_{2}$ are assumed in the following forms.

For medium $M_{1}$ :

$$
\begin{align*}
\{\phi, \Phi\} & =\sum_{i=1}^{2}\left\{1, f_{i}\right\}\left[S_{0 i} e^{\left\{\left\{k_{i}\left(x_{1} \sin \theta_{0 i}-x_{3} \cos \theta_{0 i}\right)-\omega_{i} t\right\}\right.}+P_{i}\right]  \tag{17}\\
\left\{\psi, \phi_{2}\right\} & =\sum_{j=3}^{4}\left\{1, f_{j}\right\}\left[T_{0 j} e^{\ell\left\{k_{j}\left(x_{1} \sin \theta_{0 j}-x_{3} \cos \theta_{0 j}\right)-\omega_{j} t\right\}}+P_{j}\right] \tag{18}
\end{align*}
$$

Medium $M_{2}$ :

$$
\begin{align*}
\{\bar{\phi}, \bar{\Phi}\} & =\sum_{i=1}^{2}\left\{1, \bar{f}_{i}\right\}\left[\bar{S}_{i} e^{\left\langle\left\langle\bar{k}_{i}\left(x_{1} \sin \bar{\theta}_{i}-x_{3} \cos \bar{\theta}_{i}\right)-\bar{\omega}_{i} t\right\}\right.}\right]  \tag{19}\\
\left\{\bar{\psi}, \bar{\phi}_{2}\right\} & =\sum_{j=3}^{4}\left\{1, \bar{f}_{j}\right\}\left[\bar{T}_{j} e^{\iota\left\{\bar{k}_{j}\left(x_{1} \sin \bar{\theta}_{j}-x_{3} \cos \bar{\theta}_{j}\right)-\bar{\omega}_{j} t\right\}}\right] \tag{20}
\end{align*}
$$

where

$$
\begin{aligned}
P_{i} & =S_{i} e^{\iota\left\{k_{i}\left(x_{1} \sin \theta_{i}+x_{3} \cos \theta_{i}\right)-\omega_{i} t\right\}}, & P_{j} & =T_{j} e^{\ell\left\{k_{j}\left(x_{1} \sin \theta_{j}+x_{3} \cos \theta_{j}\right)-\omega_{j} t\right\}}, \\
f_{i} & =\frac{\omega^{2}\left(1-1 / V_{i}^{2}\right)}{1+a \omega^{2} / V_{i}^{2}}, & f_{j} & =\frac{-\omega^{2}\left(a_{2}-1 / V_{j}^{2}\right)}{a_{1}},
\end{aligned}
$$

and $S_{0 i}$ and $T_{0 j}$ are the amplitudes of the incident LD and T waves, and CD-I and CD-II waves, respectively. $S_{i}$ and $T_{j}$ are the amplitudes of the reflected LD and T waves, and CD-I and CD-II waves, respectively, and $\bar{S}_{i}$ and $\bar{T}_{j}$ are the amplitudes of the transmitted LD and T waves, and CD-I and CD-II waves, respectively.

In order to satisfy the boundary conditions, we use the following extension of Snell's law:

$$
\begin{equation*}
\frac{\sin \theta_{0}}{V_{0}}=\frac{\sin \theta_{1}}{V_{1}}=\frac{\sin \theta_{2}}{V_{2}}=\frac{\sin \theta_{3}}{V_{3}}=\frac{\sin \theta_{4}}{V_{4}}=\frac{\sin \bar{\theta}_{1}}{\bar{V}_{1}}=\frac{\sin \bar{\theta}_{2}}{\bar{V}_{2}}=\frac{\sin \bar{\theta}_{3}}{\bar{V}_{3}}=\frac{\sin \bar{\theta}_{4}}{\bar{V}_{4}} \tag{21}
\end{equation*}
$$

where

$$
\begin{equation*}
k_{1} V_{1}=k_{2} V_{2}=k_{3} V_{3}=k_{4} V_{4}=\bar{k}_{1} \bar{V}_{1}=\bar{k}_{2} \bar{V}_{2}=\bar{k}_{3} \bar{V}_{3}=\bar{k}_{4} \bar{V}_{4}=\omega, \quad \text { at } x_{3}=0 \tag{22}
\end{equation*}
$$

Making use of the values of $\phi, \psi, \Phi$, and $\phi_{2}$ from (17)-(20) in boundary conditions (13), and with the aid of (4)-(8), using (21) and (22), we obtain a system of eight nonhomogeneous equations which can be written as

$$
\begin{equation*}
\sum_{j=1}^{8} a_{i j} Z_{j}=Y_{i} \quad(i=1,2,3,4,5,6,7,8) \tag{23}
\end{equation*}
$$

where

$$
\begin{aligned}
& a_{1 i}=\left(d_{1}+d_{2}\left(1-\frac{V_{i}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}\right)\right) \frac{\omega^{2}}{V_{i}^{2}}+\left(1-\tau_{1} \iota \omega\right)\left(1+a \frac{\omega^{2}}{V_{i}^{2}}\right) f_{i} \\
& a_{1 j}=d_{2} \frac{\omega^{2}}{V_{j} V_{0}} \sin \theta_{0} \sqrt{1-\frac{V_{j}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}}
\end{aligned}
$$

$$
\begin{aligned}
& a_{15}=-\left[\left(\bar{d}_{1}+\bar{d}_{2}\left(1-\frac{\bar{V}_{1}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}\right)\right) \frac{\omega^{2}}{\bar{V}_{1}^{2}}+\bar{p}_{0}\left(1-\bar{\tau}_{1} \iota \omega\right)\left(1+\bar{a} \frac{\omega^{2}}{\bar{V}_{1}^{2}}\right) \bar{f}_{1}\right], \\
& a_{16}=-\left[\left(\bar{d}_{1}+\bar{d}_{2}\left(1-\frac{\bar{V}_{2}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}\right)\right) \frac{\omega^{2}}{\bar{V}_{2}^{2}}+\bar{p}_{0}\left(1-\bar{\tau}_{1} \iota \omega\right)\left(1+\bar{a} \frac{\omega^{2}}{\bar{V}_{2}^{2}}\right) \bar{f}_{2}\right] \text {, } \\
& a_{17}=-\bar{d}_{2} \frac{\omega^{2}}{\bar{V}_{3} V_{0}} \sin \theta_{0} \sqrt{1-\frac{\bar{V}_{3}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}}, \quad a_{18}=-\bar{d}_{2} \frac{\omega^{2}}{\bar{V}_{4} V_{0}} \sin \theta_{0} \sqrt{1-\frac{\bar{V}_{4}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}}, \\
& a_{2 i}=-\left(2 d_{4}+d_{5}\right) \frac{\omega^{2}}{V_{i} V_{0}} \sin \theta_{0} \sqrt{1-\frac{V_{i}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}}, \\
& a_{2 j}=\left(d_{4} \frac{\omega^{2}}{V_{j}^{2}}\left(1-2 \frac{V_{j}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}\right)+d_{5} \frac{\omega^{2}}{V_{j}^{2}}\left(1-\frac{V_{j}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}\right)\right)-d_{5} f_{j}, \\
& a_{25}=\left(2 \bar{d}_{4}+\bar{d}_{5}\right) \frac{\omega^{2}}{\bar{V}_{1} V_{0}} \sin \theta_{0} \sqrt{1-\frac{\bar{V}_{1}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}}, \quad a_{26}=\left(2 \bar{d}_{4}+\bar{d}_{5}\right) \frac{\omega^{2}}{\bar{V}_{2} V_{0}} \sin \theta_{0} \sqrt{1-\frac{\bar{V}_{2}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}}, \\
& a_{27}=-\left[\bar{d}_{4} \frac{\omega^{2}}{\bar{V}_{3}^{2}}\left(1-2 \frac{\bar{V}_{3}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}\right)+\bar{d}_{5}\left(\frac{\omega^{2}}{\bar{V}_{3}^{2}}\left(1-\frac{\bar{V}_{3}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}\right)-\bar{f}_{3}\right)\right], \\
& a_{28}=-\left[\bar{d}_{4} \frac{\omega^{2}}{\bar{V}_{4}^{2}}\left(1-2 \frac{\bar{V}_{4}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}\right)+\bar{d}_{5}\left(\frac{\omega^{2}}{\bar{V}_{4}^{2}}\left(1-\frac{\bar{V}_{4}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}\right)-\bar{f}_{4}\right)\right] \text {, } \\
& a_{3 i}=0, \quad a_{3 j}=c \frac{\omega}{V_{j}} \sqrt{1-\frac{V_{j}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}} f_{j}, \quad a_{35}=a_{36}=0, \quad a_{37}=i \frac{\omega}{\bar{V}_{3}} p_{1} \sqrt{1-\frac{\bar{V}_{3}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}} \bar{f}_{3}, \\
& a_{38}=\iota \frac{\omega}{\bar{V}_{4}} p_{1} \sqrt{1-\frac{\bar{V}_{4}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}} \bar{f}_{4}, \\
& a_{4 i}=\iota \frac{\omega}{V_{0}} \sin \theta_{0}, \quad a_{4 j}=-\iota \frac{\omega}{V_{j}} \sqrt{1-\frac{V_{j}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}}, \\
& a_{45}=a_{46}=-\iota \frac{\omega}{V_{0}} \sin \theta_{0}, \quad a_{47}=-\iota \iota \frac{\omega}{\bar{V}_{3}} \sqrt{1-\frac{\bar{V}_{3}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}}, \quad a_{48}=-\iota \frac{\omega}{\bar{V}_{4}} \sqrt{1-\frac{\bar{V}_{4}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}}, \\
& a_{5 i}=\iota \frac{\omega}{V_{i}} \sqrt{1-\frac{V_{i}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}}, \quad a_{5 j}=\iota \frac{\omega}{V_{0}} \sin \theta_{0}, \\
& a_{55}=\iota \frac{\omega}{\bar{V}_{1}} \sqrt{1-\frac{\bar{V}_{1}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}}, \quad a_{56}=\iota \frac{\omega}{\bar{V}_{2}} \sqrt{1-\frac{\bar{V}_{2}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}}, \quad a_{57}=a_{58}=-\iota \frac{\omega}{V_{0}} \sin \theta_{0}, \\
& a_{6 i}=0, \quad a_{6 j}=f_{j}, \quad a_{65}=a_{66}=0, \quad a_{67}=-\bar{f}_{3}, \quad a_{68}=-\bar{f}_{4}, \\
& a_{7 i}=\left(1+a \frac{\omega^{2}}{V_{i}^{2}}\right) f_{i}, \quad a_{7 j}=0, \quad a_{75}=-\left(1+\bar{a} \frac{\omega^{2}}{\bar{V}_{1}^{2}}\right) \bar{f}_{1}, \quad a_{76}=-\left(1+\bar{a} \frac{\omega^{2}}{\bar{V}_{2}^{2}}\right) \bar{f}_{2}, \quad a_{77}=a_{78}=0,
\end{aligned}
$$

$$
\begin{align*}
& a_{8 i}=\iota \frac{\omega}{V_{i}}\left(1+a \frac{\omega^{2}}{V_{i}^{2}}\right) \sqrt{1-\frac{V_{i}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0} f_{i}, \quad a_{8 j}=0,} \\
& a_{85}=\iota p_{2} \frac{\omega}{\bar{V}_{1}}\left(1+\bar{a} \frac{\omega^{2}}{\bar{V}_{1}^{2}}\right) \sqrt{1-\frac{\bar{V}_{1}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}} \bar{f}_{1}, \\
& a_{86}=\iota p_{2} \frac{\omega}{\bar{V}_{2}}\left(1+\bar{a} \frac{\omega^{2}}{\bar{V}_{2}^{2}}\right) \sqrt{1-\frac{\bar{V}_{2}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}} \bar{f}_{2}, \quad a_{87}=a_{88}=0,  \tag{24}\\
& \bar{p}_{0}=\frac{\bar{v}}{v}, \quad d_{1}=\frac{\lambda}{\rho c_{1}^{2}}, \quad d_{2}=\frac{(2 \mu+K)}{\rho c_{1}^{2}}, \quad d_{4}=\frac{\mu}{\rho c_{1}^{2}}, \quad d_{5}=\frac{K}{\rho c_{1}^{2}}, \quad p_{1}=\frac{\bar{\gamma}}{\gamma}, \quad p_{2}=\frac{K_{1}^{*}}{K^{*}}, \\
& \bar{d}_{1}=\frac{\bar{\lambda}}{\rho c_{1}^{2}}, \quad \bar{d}_{2}=\frac{(2 \bar{\mu}+\bar{K})}{\rho c_{1}^{2}}, \quad \bar{d}_{4}=\frac{\bar{\mu}}{\rho c_{1}^{2}}, \quad \bar{d}_{5}=\frac{\bar{K}}{\rho c_{1}^{2}} .
\end{align*}
$$

In (24), $i=1,2$ and $j=3,4$, and

$$
\begin{equation*}
Z_{1}=\frac{S_{1}}{A^{*}}, \quad Z_{2}=\frac{S_{2}}{A^{*}}, \quad Z_{3}=\frac{T_{3}}{A^{*}}, \quad Z_{4}=\frac{T_{4}}{A^{*}}, \quad Z_{5}=\frac{\bar{S}_{1}}{A^{*}}, \quad Z_{6}=\frac{\bar{S}_{2}}{A^{*}}, \quad Z_{7}=\frac{\bar{T}_{3}}{A^{*}}, \quad Z_{8}=\frac{\bar{T}_{4}}{A^{*}} . \tag{25}
\end{equation*}
$$

(1) For an incident LD wave:

$$
\begin{gathered}
A^{*}=S_{01}, \quad S_{02}=T_{03}=T_{04}=0, \quad Y_{1}=-a_{11}, \quad Y_{2}=a_{21}, \quad Y_{3}=a_{31}=0, \\
Y_{4}=-a_{41}, \quad Y_{5}=a_{51}, \quad Y_{6}=a_{61}=0, \quad Y_{7}=-a_{71}, \quad Y_{8}=a_{81} .
\end{gathered}
$$

(2) For an incident T wave:

$$
\begin{gathered}
A^{*}=S_{02}, \quad S_{01}=T_{03}=T_{04}=0, \quad Y_{1}=-a_{12}, \quad Y_{2}=a_{22}, \quad Y_{3}=a_{32}=0, \\
Y_{4}=-a_{42}, \quad Y_{5}=a_{52}, \quad Y_{6}=a_{62}=0, \quad Y_{7}=-a_{72}, \quad Y_{8}=a_{82} .
\end{gathered}
$$

(3) For an incident CD-I wave:

$$
\begin{gathered}
A^{*}=T_{03}, \quad S_{01}=S_{02}=T_{04}=0, \quad Y_{1}=a_{13}, \quad Y_{2}=-a_{23}, \quad Y_{3}=a_{33}, \\
Y_{4}=a_{43}, \quad Y_{5}=-a_{53}, \quad Y_{6}=-a_{63}, \quad Y_{7}=a_{73}=0, \quad Y_{8}=a_{83}=0 .
\end{gathered}
$$

(4) For an incident CD-II wave:

$$
\begin{gathered}
A^{*}=T_{04}, \quad S_{01}=S_{02}=T_{03}=0, \quad Y_{1}=a_{14}, \quad Y_{2}=-a_{24}, \quad Y_{3}=a_{34}, \\
Y_{4}=a_{44}, \quad Y_{5}=-a_{54}, \quad Y_{6}=-a_{64}, \quad Y_{7}=a_{74}=0, \quad Y_{8}=a_{84}=0,
\end{gathered}
$$

where $Z_{1}, Z_{2}, Z_{3}$, and $Z_{4}$ are the amplitude ratios of the reflected LD, T, and coupled CD-I and CD-II waves in the medium $M_{1}$, and $Z_{5}, Z_{6}, Z_{7}$, and $Z_{8}$ are the amplitude ratios of the transmitted LD, T, and coupled CD-I and CD-II waves in medium $M_{2}$.

## 6. Particular cases

Case I. If the two-temperature parameters vanish, that is, $a=0$ and $\bar{a}=0$ in (23), then we obtain the amplitude ratios at the interface of the two micropolar thermoelastic solid half-spaces with the following changed values of $a_{i j}$ :

$$
\begin{align*}
& a_{1 i}=\left(d_{1}+d_{2}\left(1-\frac{V_{i}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}\right)\right) \frac{\omega^{2}}{V_{i}^{2}}+\left(1-\tau_{1} \iota \omega\right) f_{i}, \\
& a_{15}=-\left[\left(\bar{d}_{1}+\bar{d}_{2}\left(1-\frac{\bar{V}_{1}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}\right)\right) \frac{\omega^{2}}{\bar{V}_{2}^{2}}+\bar{p}_{0}\left(1-\bar{\tau}_{1} \iota \bar{\omega}_{1}\right) \bar{f}_{1}\right], \\
& \left.a_{16}=-\left[\left(\bar{d}_{1}+\bar{d}_{2}\left(1-\frac{\bar{V}_{2}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}\right)\right)\right) \frac{\omega^{2}}{\bar{V}_{2}^{2}}+\bar{p}_{0}\left(1-\bar{\tau}_{1} \iota \bar{\omega}_{2}\right) \bar{f}_{2}\right],  \tag{26}\\
& a_{7 i}=f_{i}, \quad a_{75}=-\bar{f}_{1}, \quad a_{76}=-\bar{f}_{2}, \quad a_{8 i}=\iota \frac{\omega}{V_{i}} \sqrt{1-\frac{V_{i}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0} f_{i}}, \\
& a_{85}=\iota p_{2} \frac{\omega}{\bar{V}_{1}} \sqrt{1-\frac{\bar{V}_{1}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}} \bar{f}_{1} \quad a_{86}=\iota p_{2} \frac{\omega}{\bar{V}_{2}} \sqrt{1-\frac{\bar{V}_{2}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}} \bar{f}_{2} .
\end{align*}
$$

Case II. By neglecting the thermal effect and the two-temperature effect in (23), the amplitude ratios at the interface of the two micropolar elastic solid half-spaces are given by

$$
\sum_{j=1}^{6} a_{i j} Z_{j}=Y_{i} \quad(i=1,2,3,4,5,6)
$$

where the values of $a_{i j}$ are given by

$$
\begin{aligned}
& a_{1 i}=0, \quad a_{11}=\left(d_{1}+d_{2}\left(1-\frac{V_{1}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}\right)\right) \frac{\omega^{2}}{V_{1}^{2}}, \quad a_{12}=d_{2} \frac{\omega^{2}}{V_{3} V_{0}} \sin \theta_{0} \sqrt{1-\frac{V_{3}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0},} \\
& a_{13}=d_{2} \frac{\omega^{2}}{V_{4} V_{0}} \sin \theta_{0} \sqrt{1-\frac{V_{4}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}, \quad a_{14}=-\left[\left(\bar{d}_{1}+\bar{d}_{2}\left(1-\frac{\bar{V}_{1}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}\right)\right) \frac{\omega^{2}}{\bar{V}_{1}^{2}}\right],} \\
& a_{15}=-\bar{d}_{2} \frac{\omega^{2}}{\bar{V}_{3} V_{0}} \sin \theta_{0} \sqrt{1-\frac{\bar{V}_{3}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}, \quad a_{16}=-\bar{d}_{2} \frac{\omega^{2}}{\bar{V}_{4} V_{0}} \sin \theta_{0} \sqrt{1-\frac{\bar{V}_{4}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}},} \\
& a_{21}=-\left(2 d_{4}+d_{5}\right) \frac{\omega^{2}}{V_{1} V_{0}} \sin \theta_{0} \sqrt{1-\frac{V_{1}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0},} \\
& a_{22}=\left(d_{4} \frac{\omega^{2}}{V_{3}^{2}}\left(1-2 \frac{V_{3}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}\right)+d_{5} \frac{\omega^{2}}{V_{3}^{2}}\left(1-\frac{V_{3}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}\right)\right)-d_{5} f_{3}, \\
& a_{23}=\left(d_{4} \frac{\omega^{2}}{V_{4}^{2}}\left(1-2 \frac{V_{4}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}\right)+d_{5} \frac{\omega^{2}}{V_{4}^{2}}\left(1-\frac{V_{4}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}\right)\right)-d_{5} f_{4}, \\
& a_{24}=\left(2 \bar{d}_{4}+\bar{d}_{5}\right) \frac{\omega^{2}}{\bar{V}_{1} V_{0}} \sin \theta_{0} \sqrt{1-\frac{\bar{V}_{1}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0},}
\end{aligned}
$$

$$
\begin{align*}
& a_{25}=-\left[\bar{d}_{4} \frac{\omega^{2}}{\bar{V}_{2}^{2}}\left(1-2 \frac{\bar{V}_{2}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}\right)+\bar{d}_{5}\left(\frac{\omega^{2}}{\bar{V}_{2}^{2}}\left(1-\frac{\bar{V}_{2}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}\right)-\bar{f}_{3}\right)\right], \\
& a_{26}=-\left[\bar{d}_{4} \frac{\omega^{2}}{\bar{V}_{3}^{2}}\left(1-2 \frac{\bar{V}_{3}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}\right)+\bar{d}_{5}\left(\frac{\omega^{2}}{\bar{V}_{3}^{2}}\left(1-\frac{\bar{V}_{3}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}\right)-\bar{f}_{4}\right)\right] \text {, } \\
& a_{31}=0, \quad a_{32}=\iota \frac{\omega}{V_{3}} \sqrt{1-\frac{V_{3}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}} f_{3}, \quad a_{33}=\iota \frac{\omega}{V_{4}} \sqrt{1-\frac{V_{4}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}} f_{4}, \\
& a_{34}=0, \quad a_{35}=\iota \frac{\omega}{\bar{V}_{3}} p_{1} \sqrt{1-\frac{\bar{V}_{3}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}} \bar{f}_{3}, \quad a_{36}=\iota \frac{\omega}{\bar{V}_{4}} p_{1} \sqrt{1-\frac{\bar{V}_{4}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0} \bar{f}_{4}}, \\
& a_{41}=\iota \frac{\omega}{V_{0}} \sin \theta_{0}, \quad a_{42}=-\iota \frac{\omega}{V_{3}} \sqrt{1-\frac{V_{3}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}}, \quad a_{43}=-\iota \frac{\omega}{V_{4}} \sqrt{1-\frac{V_{4}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}},  \tag{27}\\
& a_{44}=-\iota \frac{\omega}{V_{0}} \sin \theta_{0}, \quad a_{45}=-\iota \frac{\omega}{\bar{V}_{3}} \sqrt{1-\frac{\bar{V}_{3}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}}, \quad a_{46}=-\iota \frac{\omega}{\bar{V}_{4}} \sqrt{1-\frac{\bar{V}_{4}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}}, \\
& a_{51}=\iota \frac{\omega}{V_{1}} \sqrt{1-\frac{V_{1}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}}, \quad a_{52}=a_{53}=\iota \frac{\omega}{V_{0}} \sin \theta_{0}, \quad a_{54}=\iota \frac{\omega}{\bar{V}_{1}} \sqrt{1-\frac{\bar{V}_{1}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}}, \\
& a_{55}=a_{56}=-\iota \frac{\omega}{V_{0}} \sin \theta_{0}, \\
& a_{61}=0, \quad a_{62}=f_{3}, \quad a_{63}=f_{4}, \quad a_{64}=0, \quad a_{65}=-\bar{f}_{3}, \quad a_{66}=-\bar{f}_{4} .
\end{align*}
$$

$V_{1}$ is the velocity of the reflected P wave and

$$
\begin{equation*}
Z_{1}=\frac{S_{1}}{A^{*}}, \quad Z_{2}=\frac{T_{3}}{A^{*}}, \quad Z_{3}=\frac{T_{4}}{A^{*}}, \quad Z_{4}=\frac{\bar{S}_{1}}{A^{*}}, \quad Z_{5}=\frac{\bar{T}_{3}}{A^{*}}, \quad Z_{6}=\frac{\bar{T}_{4}}{A^{*}}, \tag{28}
\end{equation*}
$$

where $Z_{1}, Z_{2}$, and $Z_{3}$ are the amplitude ratios of the reflected P and coupled CD-I and CD-II waves in medium $M_{1}$, and $Z_{5}, Z_{6}$, and $Z_{7}$ are the amplitude ratios of the transmitted P and coupled CD-I and CD-II waves in medium $M_{2}$.

The above results are similar to those obtained by Tomar and Gogna [1995a; 1995b], changing the dimensionless quantities into physical quantities.

Case III. By neglecting the micropolarity effect in medium $M_{2}$, we obtain amplitude ratios at the interface of the micropolar thermoelastic solid with two temperatures and the thermoelastic solid with two temperatures as

$$
\sum_{j=1}^{7} a_{i j} Z_{j}=Y_{i} \quad(i=1,2,3,4,5,6,7)
$$

where

$$
\begin{aligned}
& a_{1 i}=\left(d_{1}+d_{2}\left(1-\frac{V_{i}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}\right)\right) \frac{\omega^{2}}{V_{i}^{2}}+\left(1-\tau_{1} \iota \omega\right)\left(1+a \frac{\omega^{2}}{V_{i}^{2}}\right) f_{i}, \\
& a_{1 j}=d_{2} \frac{\omega^{2}}{V_{j} V_{0}} \sin \theta_{0} \sqrt{1-\frac{V_{j}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0},} \\
& a_{15}=-\left[\left(\bar{d}_{1}+\bar{d}_{2}\left(1-\frac{\bar{V}_{1}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}\right)\right) \frac{\omega^{2}}{\bar{V}_{1}^{2}}+\bar{p}_{0}\left(1-\bar{\tau}_{1} \iota \omega\right)\left(1+\bar{a} \frac{\omega^{2}}{\bar{V}_{1}^{2}}\right) \bar{f}_{1}\right], \\
& a_{16}=-\left[\left(\bar{d}_{1}+\bar{d}_{2}\left(1-\frac{\bar{V}_{2}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}\right)\right) \frac{\omega^{2}}{\bar{V}_{2}^{2}}+\bar{p}_{0}\left(1-\bar{\tau}_{1} \iota \omega\right)\left(1+\bar{a} \frac{\omega^{2}}{\bar{V}_{2}^{2}}\right) \bar{f}_{2}\right], \\
& a_{17}=-\bar{d}_{2} \frac{\omega^{2}}{\bar{V}_{3} V_{0}} \sin \theta_{0} \sqrt{1-\frac{\bar{V}_{3}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}}, \\
& a_{2 i}=-\left(2 d_{4}+d_{5}\right) \frac{\omega^{2}}{V_{i} V_{0}} \sin \theta_{0} \sqrt{1-\frac{V_{i}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}}, \\
& a_{2 j}=\left(d_{4} \frac{\omega^{2}}{V_{j}^{2}}\left(1-2 \frac{V_{j}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}\right)+d_{5} \frac{\omega^{2}}{V_{j}^{2}}\left(1-\frac{V_{j}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}\right)\right)-d_{5} f_{j}, \\
& a_{25}=\left(2 \bar{d}_{4}+\bar{d}_{5}\right) \frac{\omega^{2}}{\bar{V}_{1} V_{0}} \sin \theta_{0} \sqrt{1-\frac{\bar{V}_{1}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}},
\end{aligned}
$$

$$
a_{26}=\left(2 \bar{d}_{4}+\bar{d}_{5}\right) \frac{\omega^{2}}{\bar{V}_{2} V_{0}} \sin \theta_{0} \sqrt{1-\frac{\bar{V}_{2}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}}
$$

$$
a_{27}=-\bar{d}_{4} \frac{\omega^{2}}{\bar{V}_{3}^{2}}\left(1-2 \frac{\bar{V}_{3}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}\right)
$$

$$
a_{3 i}=0, \quad a_{3 j}=\iota \frac{\omega}{V_{j}} \sqrt{1-\frac{V_{j}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0} f_{j}}, \quad a_{35}=a_{36}=a_{37}=0, \quad,
$$

$$
a_{4 i}=\iota \frac{\omega}{V_{0}} \sin \theta_{0}, \quad a_{4 j}=-\iota \frac{\omega}{V_{i}} \sqrt{1-\frac{V_{j}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}}, \quad a_{45}=a_{46}=-\iota \frac{\omega}{V_{0}} \sin \theta_{0},
$$

$$
a_{47}=-\iota \frac{\omega}{\bar{V}_{3}} \sqrt{1-\frac{\bar{V}_{3}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}}, \quad a_{5 i}=\iota \frac{\omega}{V_{i}} \sqrt{1-\frac{V_{i}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}}
$$

$$
a_{5 j}=\iota \frac{\omega}{V_{0}} \sin \theta_{0}, \quad a_{55}=\iota \frac{\omega}{\bar{V}_{1}} \sqrt{1-\frac{\bar{V}_{1}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}}, \quad a_{56}=\iota \frac{\omega}{\bar{V}_{2}} \sqrt{1-\frac{\bar{V}_{2}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}}, \quad a_{57}=-\iota \frac{\omega}{V_{0}} \sin \theta_{0}
$$

$$
a_{6 i}=\left(1+a \frac{\omega^{2}}{V_{i}^{2}}\right) f_{i}, \quad a_{6 j}=0, \quad a_{65}=-\left(1+\bar{a} \frac{\omega^{2}}{\bar{V}_{1}^{2}}\right) \bar{f}_{1}, \quad a_{66}=-\left(1+\bar{a} \frac{\omega^{2}}{\bar{V}_{2}^{2}}\right) \bar{f}_{2}, \quad a_{67}=0
$$

$$
\begin{align*}
& a_{7 i}=\iota \frac{\omega}{V_{i}}\left(1+a \frac{\omega^{2}}{V_{i}^{2}}\right) \sqrt{1-\frac{V_{i}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0} f_{i}}, \quad a_{7 j}=0, \quad a_{75}=\iota p_{2} \frac{\omega}{\bar{V}_{1}}\left(1+\bar{a} \frac{\omega^{2}}{\bar{V}_{1}^{2}}\right) \sqrt{1-\frac{\bar{V}_{1}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}} \bar{f}_{1}  \tag{29}\\
& a_{76}=\iota p_{2} \frac{\omega}{\bar{V}_{2}}\left(1+\bar{a} \frac{\omega^{2}}{\bar{V}_{2}^{2}}\right) \sqrt{1-\frac{\bar{V}_{2}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}} \bar{f}_{2}, \quad a_{77}=0
\end{align*}
$$

and

$$
Z_{1}=\frac{S_{1}}{A^{*}}, \quad Z_{2}=\frac{S_{2}}{A^{*}}, \quad Z_{3}=\frac{T_{3}}{A^{*}}, \quad Z_{4}=\frac{T_{4}}{A^{*}}, \quad Z_{5}=\frac{\bar{S}_{1}}{A^{*}}, \quad Z_{6}=\frac{\bar{S}_{2}}{A^{*}}, \quad Z_{7}=\frac{\bar{T}_{3}}{A^{*}},
$$

where $Z_{1}, Z_{2}, Z_{3}$, and $Z_{4}$ are the amplitude ratios of the reflected LD, T, and coupled CD-I and CDII waves in medium $M_{1}$, and $Z_{5}, Z_{6}$, and $Z_{7}$ are the amplitude ratios of the transmitted LD, T, and SV (transverse) waves in medium $M_{2}$.

Subcase (a). By taking $\bar{a}=0$, we obtain amplitude ratios at the interface of the micropolar thermoelastic solid with two temperatures and the thermoelastic solid. The values of $a_{i j}$ are from (29), with the following changes:

$$
\begin{aligned}
& a_{15}=-\left[\left(\bar{d}_{1}+\bar{d}_{2}\left(1-\frac{\bar{V}_{1}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}\right)\right) \frac{\omega^{2}}{\bar{V}_{1}^{2}}+\bar{p}_{0}\left(1-\bar{\tau}_{1} \iota \omega\right) \bar{f}_{1}\right], \\
& a_{16}=-\left[\left(\bar{d}_{1}+\bar{d}_{2}\left(1-\frac{\bar{V}_{2}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}\right)\right) \frac{\omega^{2}}{\bar{V}_{2}^{2}}+\bar{p}_{0}\left(1-\bar{\tau}_{1} \iota \omega\right) \bar{f}_{2}\right], \\
& a_{65}=-\bar{f}_{1}, \quad a_{66}=-\bar{f}_{2}, \\
& a_{75}=\iota p_{2} \frac{\omega}{\bar{V}_{1}} \sqrt{1-\frac{\bar{V}_{1}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0} \bar{f}_{1}, \quad a_{76}=\iota p_{2} \frac{\omega}{\bar{V}_{2}} \sqrt{1-\frac{\bar{V}_{2}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}} \bar{f}_{2} .}
\end{aligned}
$$

Case IV. If the upper medium $M_{2}$ is neglected and in the absence of two-temperature effect, we obtain the amplitude ratios at the free surface of micropolar generalized thermoelastic solid half-space as

$$
\begin{equation*}
\sum_{j=1}^{4} a_{i j} Z_{j}=Y_{i} \quad(i=1,2,3,4) \tag{30}
\end{equation*}
$$

where the values of $a_{i j}$ are given by

$$
\begin{aligned}
& a_{1 i}=\left(d_{1}+d_{2}\left(1-\frac{V_{i}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}\right)\right) \frac{\omega^{2}}{V_{i}^{2}}+\left(1-\tau_{1} \iota \omega\right) f_{i}, \quad a_{1 j}=d_{2} \frac{\omega^{2}}{V_{j} V_{0}} \sin \theta_{0} \sqrt{1-\frac{V_{j}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0},} \\
& a_{2 i}=-\left(2 d_{4}+d_{5}\right) \frac{\omega^{2}}{V_{i} V_{0}} \sin \theta_{0} \sqrt{1-\frac{V_{i}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}}, \\
& a_{2 j}=\left(d_{4} \frac{\omega^{2}}{V_{j}^{2}}\left(1-2 \frac{V_{j}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}\right)+d_{5} \frac{\omega^{2}}{V_{j}^{2}}\left(1-\frac{V_{j}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0}\right)\right)-d_{5} f_{j},
\end{aligned}
$$

$$
a_{3 i}=0, \quad a_{3 j}=\iota \frac{\omega}{V_{j}} \sqrt{1-\frac{V_{j}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0} f_{j}}, \quad a_{4 i}=\iota \frac{\omega}{V_{i}} \sqrt{1-\frac{V_{i}^{2}}{V_{0}^{2}} \sin ^{2} \theta_{0} f_{i}}, \quad a_{4 j}=0
$$

and

$$
\begin{equation*}
Z_{1}=\frac{S_{1}}{A^{*}}, \quad Z_{2}=\frac{S_{2}}{A^{*}}, \quad Z_{3}=\frac{T_{3}}{A^{*}}, \quad Z_{4}=\frac{T_{4}}{A^{*}}, \tag{31}
\end{equation*}
$$

where $Z_{1}, Z_{2}, Z_{3}$, and $Z_{4}$ are the amplitude ratios of the reflected LD, T, and coupled CD-I and CD-II waves in medium $M_{1}$.

The above results are in agreement with those obtained by Singh and Kumar [1998], changing the dimensionless quantities into physical quantities.

## 7. Numerical results and discussion

For numerical computations, we take the following values of the relevant parameters for both the halfspaces.

Following Eringen [1984], the values of the micropolar constants for medium $M_{1}$ are taken as

$$
\begin{aligned}
& \lambda=9.4 \times 10^{10} \mathrm{Nm}^{-2}, \quad \mu=4.0 \times 10^{10} \mathrm{Nm}^{-2}, \quad K=1.0 \times 10^{10} \mathrm{Nm}^{-2}, \\
& \gamma=7.79 \times 10^{-10} \mathrm{~N}, \quad j=0.002 \times 10^{-17} \mathrm{~m}^{2}, \quad \rho=1.74 \times 10^{3} \mathrm{Kgm}^{-3},
\end{aligned}
$$

and the thermal parameters for medium $M_{1}$ are taken as

$$
\begin{aligned}
T_{0} & =0.298 \mathrm{~K}, & \nu & =0.268 \times 10^{8} \mathrm{Nm}^{-2} \mathrm{~K}^{-1}, \\
K^{*} & =1.7 \times 10^{2} \mathrm{Jm}^{-1} \mathrm{~s}^{-1} \mathrm{~K}^{-1}, & \omega=1, & \tau_{0}=0.104 \times 10^{4} \mathrm{Jkg}^{-1} \mathrm{~K}^{-1}, \quad a=0.313 \times 10^{-12} \mathrm{~s} .
\end{aligned}
$$

Following Gauthier [1982], the values of the micropolar constants for medium $M_{2}$ are taken as

$$
\begin{array}{lll}
\bar{\lambda}=7.59 \times 10^{10} \mathrm{Nm}^{-2}, & \bar{\mu}=0.00189 \times 10^{13} \mathrm{Nm}^{-2}, & \bar{\jmath}=0.00196 \times 10^{-16} \mathrm{~m}^{2} \\
\bar{K}=0.0149 \times 10^{10} \mathrm{Nm}^{-2}, & \bar{\gamma}=2.68 \times 10^{-7} \mathrm{~N}, & \bar{\rho}=2.19 \times 10^{3} \mathrm{Kgm}^{-3}
\end{array}
$$

The thermal parameters for medium $M_{2}$ are taken to be of comparable magnitudes:

$$
\begin{array}{lll}
\bar{T}_{0}=0.0296 \mathrm{~K}, & \bar{v}=0.2603 \times 10^{7} \mathrm{Nm}^{-2} \mathrm{~K}^{-1}, & \bar{c}^{*}=0.921 \times 10^{4} \mathrm{Jkg}^{-1} \mathrm{~K}^{-1}, \\
\bar{K}^{*}=2.04 \times 10^{2} \mathrm{Jm}^{-1} \mathrm{~s}^{-1} \mathrm{~K}^{-1}, & \bar{a}=0.1 \mathrm{~m}^{2}, & \bar{\tau}_{0}=0.713 \times 10^{-12} \mathrm{~s} .
\end{array}
$$

In Figures 2-25, we represent with the solid line the incident wave for the micropolar thermoelastic solid with one relaxation time and two temperatures (NL1), with the small-dashed line the incident wave for the micropolar thermoelastic solid with one relaxation time (ZL1), with the dash-dot-dash line the incident wave for the thermoelastic solid with one relaxation time (TZL1), and with the large-dashed line the incident wave for the thermoelastic solid with one relaxation time and two temperatures (TL1).
7.1. Incident LD wave. Variations of amplitude ratios $\left|Z_{i}\right|, 1 \leq i \leq 8$, with angle of incidence $\theta_{0}$, for incident LD waves are shown in Figures 2-9.

Figures 2 and 3 show that the values of the amplitude ratios $\left|Z_{1}\right|$ and $\left|Z_{2}\right|$ for ZL1 remain greater than the values for NL1 and that the values for TL1 remain greater than the values for TZL1 in the whole range. The values of $\left|Z_{2}\right|$ for NL1 are magnified by a factor of $10^{2}$. Figures 4 and 5 show that the values


Figure 2. Variation of amplitude ratio with angle of incidence for LD wave.


Figure 3. Variation of amplitude ratio with angle of incidence for LD wave.


Figure 4. Variation of amplitude ratio with angle of incidence for LD wave.


Figure 5. Variation of amplitude ratio with angle of incidence for LD wave.


Figure 6. Variation of amplitude ratio with angle of incidence for LD wave.


Figure 7. Variation of amplitude ratio with angle of incidence for LD wave.


Figure 8. Variation of amplitude ratio with angle of incidence for LD wave.


Figure 9. Variation of amplitude ratio with angle of incidence for LD wave.


Figure 10. Variation of amplitude ratio with angle of incidence for $T$ wave.


Figure 11. Variation of amplitude ratio with angle of incidence for T wave.


Figure 12. Variation of amplitude ratio with angle of incidence for T wave.


Figure 13. Variation of amplitude ratio with angle of incidence for T wave.


Figure 14. Variation of amplitude ratio with angle of incidence for T wave.


Figure 15. Variation of amplitude ratio with angle of incidence for $T$ wave.


Figure 16. Variation of amplitude ratio with angle of incidence for $T$ wave.


Figure 17. Variation of amplitude ratio with angle of incidence for $T$ wave.
of $\left|Z_{3}\right|$ and $\left|Z_{4}\right|$ for NL1, ZL1, TZL1, and TL1 are oscillatory and the values for TL1 remain greater than the values for TZL1 in the whole range.

Figure 6 shows that the values of $\left|Z_{5}\right|$ for ZL1, TL1, and TZL1 increase in the whole range, except near the grazing incidence, where the values decrease sharply. Figure 7 shows that the values of $\left|Z_{6}\right|$ for NL1, ZL1, TL1, and TZL1 decrease in the whole range. The values of $\left|Z_{6}\right|$ for ZL1 and TL1 are magnified by a factor of 10 and for NL1 by $10^{3}$.

Notice from Figures 8 and 9 that the values of $\left|Z_{7}\right|$ and $\left|Z_{8}\right|$ for ZL 1 remain greater than the values for NL1 in the whole range, except near the grazing incidence, where the values for NL1 are greater. The values of $\left|Z_{7}\right|$ for TZL1 and TL1 are magnified by a factor of 10 .
7.2. Incident $\boldsymbol{T}$ wave. Variations of the amplitude ratios $\left|Z_{i}\right|, 1 \leq i \leq 8$, with angle of incidence $\theta_{0}$, for incident T waves are shown in Figures $10-17$.

Figure 10 shows that the values of $\left|Z_{1}\right|$ for ZL1 remain greater than the values for NL1 in the whole domain. The values of $\left|Z_{1}\right|$ for NL1, ZL1, TZL1, and TL1 are reduced by a factor of 10 . It is evident from Figure 11 that the values of $\left|Z_{2}\right|$ for NL1 increase and those for ZL1, TZL1, and TL1 decrease in the whole range.

Figure 12 shows that the values of $\left|Z_{3}\right|$ for TL1 are greater than those for NL1, and the values for TZL1 are greater than those for ZL1, in the whole range. Figure 13 shows that the behavior of the variation of the amplitude ratio $\left|Z_{4}\right|$ is similar to that of $\left|Z_{3}\right|$ with a different magnitude. Figure 14 shows that the values of the amplitude ratio $\left|Z_{5}\right|$ for NL1 are greater than for ZL1, except in the range $0^{\circ}<\theta_{0}<33^{\circ}$, where the behavior is reversed.

Figure 15 shows that the values of $\left|Z_{6}\right|$ for NL1, ZL1, TZL1, and TL1 decrease in the whole range, while the values for TZL1 and TL1 follow an oscillatory pattern near the grazing incidence. The values of $\left|Z_{6}\right|$ for ZL1, TZL1, and TL1 and the values of $\left|Z_{7}\right|$ for TZL1 and TL1 are magnified by multiplying the original value by 10. It can be noticed from Figure 16 that values of $\left|Z_{7}\right|$ for NL1, ZL1, TZL1, and TL1 are oscillatory in the whole range. Figure 17 shows that the values of $\left|Z_{8}\right|$ for NL1 remain greater than the values for ZL1 in the whole range.
7.3. Incident CD-I wave. Variations of the amplitude ratios $\left|Z_{i}\right|, 1 \leq i \leq 8$, with angle of incidence $\theta_{0}$, for incident CD-I waves are shown in Figures 18-25.

Figures 18 and 19 show that the values of the amplitude ratios $\left|Z_{1}\right|$ and $\left|Z_{2}\right|$ for NL1 and ZL1 oscillate, while the values for TZL1 and TL1 increase with increase in $\theta_{0}$. The values of $\left|Z_{1}\right|$ for TZL1 and NL1 remain greater than those for TL1 and ZL1, respectively, in the whole range. The values of $\left|Z_{2}\right|$ for NL1 are magnified by a factor of $10^{2}$.

Figures 20 and 21 show that the values of $\left|Z_{3}\right|$ and $\left|Z_{4}\right|$ for NL1 are greater than those for TL1, and the values for ZL1 are greater than those for TZL1, in the whole domain, which reveals the effect of micropolarity. Figures 22 and 23 show that the values of $\left|Z_{5}\right|$ and $\left|Z_{6}\right|$ for ZL 1 remain greater than the values for NL1 in the whole range. The values of $\left|Z_{6}\right|$ for NL1 are magnified by a factor of $10^{4}$ and for TL1 and TZL1 by a factor of 10 .

It is shown in Figures 24 and 25 that the values of $\left|Z_{7}\right|$ and $\left|Z_{8}\right|$ for NL1 and ZL1 decrease in the whole range, except near $\theta_{0}=90^{\circ}$, where the values increase. The values of $\left|Z_{7}\right|$ for TL1 and TZL1 are magnified by a factor of $10^{2}$.


Figure 18. Variation of amplitude ratio with angle of incidence for CD-I wave.


Figure 19. Variation of amplitude ratio with angle of incidence for CD-I wave.


Figure 20. Variation of amplitude ratio with angle of incidence for CD-I wave.


Figure 21. Variation of amplitude ratio with angle of incidence for CD-I wave.


Figure 22. Variation of amplitude ratio with angle of incidence for CD-I wave.


Figure 23. Variation of amplitude ratio with angle of incidence for CD-I wave.


Figure 24. Variation of amplitude ratio with angle of incidence for CD-I wave.


Figure 25. Variation of amplitude ratio with angle of incidence for CD-I wave.

## 8. Conclusion

The expressions for the reflection and transmission coefficients of various reflected and transmitted waves have been derived. When an LD wave is incident, the values of the amplitude ratios for NL1 and ZL1 follow an oscillatory pattern and the magnitudes of the amplitude ratios $\left|Z_{i}\right|, 1 \leq i \leq 8$, for TL1 remain greater than the values for TZL1. When a $T$ wave is incident, the values of $\left|Z_{i}\right| ; i=3,4,7,8$ for NL1 remain more than the values for TL1 that reveals the effect of two temperatures. When a CD-I wave is incident the values of the amplitude ratios $\left|Z_{1}\right|,\left|Z_{2}\right|,\left|Z_{5}\right|,\left|Z_{6}\right|$, and $\left|Z_{7}\right|$ for TZL1 and TL1 remain greater than the values for ZL1 and NL1, respectively, due to the effect of micropolarity.

## References

[Boley and Tolins 1962] B. A. Boley and I. S. Tolins, "Transient coupled thermoelastic boundary value problems in the halfspace", J. Appl. Mech. 29:4 (1962), 637-646.
[Boschi and Ieşan 1973] E. Boschi and D. Ieşan, "A generalized theory of linear micropolar thermoelasticity", Meccanica (Milano) 8:3 (1973), 154-157.
[Chandrasekharaiah 1986] D. S. Chandrasekharaiah, "Heat-flux dependent micropolar thermoelasticity", Int. J. Eng. Sci. 24:8 (1986), 1389-1395.
[Chen and Williams 1968] P. J. Chen and W. O. Williams, "A note on non-simple heat conduction", Z. Angew. Math. Phys. 19:6 (1968), 969-970.
[Chen et al. 1969] P. J. Chen, M. E. Gurtin, and W. O. Williams, "On the thermodynamics of non-simple elastic materials with two temperatures", Z. Angew. Math. Phys. 20:1 (1969), 107-112.
[Dost and Tabarrok 1978] S. Dost and B. Tabarrok, "Generalized micropolar thermoelasticity", Int. J. Eng. Sci. 16:3 (1978), 173-183.
[El-Karamany 2011] A. S. El-Karamany, "Two-temperature theory in linear micropolar thermoviscoelastic anisotropic solid", J. Therm. Stresses 34:9 (2011), 985-1000.
[El-Karamany and Ezzat 2011] A. S. El-Karamany and M. A. Ezzat, "On the two-temperature Green-Naghdi thermoelasticity theories", J. Therm. Stresses 34:12 (2011), 1207-1226.
[Eringen 1966] A. C. Eringen, "Linear theory of micropolar elasticity", J. Math. Mech. 15:6 (1966), 909-923.
[Eringen 1970] A. C. Eringen, Foundations of micropolar thermoelasticity (Udine, 1970), CISM Courses and Lectures Series 23, Springer, Vienna, 1970.
[Eringen 1984] A. C. Eringen, "Plane waves in nonlocal micropolar elasticity", Int. J. Eng. Sci. 22:8-10 (1984), 1113-1121.
[Eringen 1999] A. C. Eringen, Microcontinuum field theories, I: Foundations and solids, Springer, Berlin, 1999.
[Ezzat and Awad 2010] M. A. Ezzat and E. S. Awad, "Constitutive relations, uniqueness of solution, and thermal shock application in the linear theory of micropolar generalized thermoelasticity involving two temperatures", J. Therm. Stresses 33:3 (2010), 226-250.
[Gauthier 1982] R. D. Gauthier, "Experimental investigations on micropolar media", Chapter 7, pp. 395-463 in Mechanics of micropolar media, edited by O. Brulin and R. K. T. Hsieh, World Scientific, Singapore, 1982.
[Hsia and Cheng 2006] S.-Y. Hsia and J.-W. Cheng, "Longitudinal plane wave propagation in elastic-micropolar porous media", Jpn. J. Appl. Phys. 45 (2006), 1743-1748.
[Hsia et al. 2007] S.-Y. Hsia, S.-M. Chiu, C.-C. Su, and T.-H. Chen, "Propagation of transverse waves in elastic-micropolar porous semispaces", Jpn. J. Appl. Phys. 46 (2007), 7399-7405.
[Kaushal et al. 2010] S. Kaushal, N. Sharma, and R. Kumar, "Propagation of waves in generalized thermoelastic continua with two temperature", Int. J. Appl. Mech. Eng. 15:4 (2010), 1111-1127.
[Kaushal et al. 2011] S. Kaushal, R. Kumar, and A. Miglani, "Wave propagation in temperature rate dependent thermoelasticity with two temperatures", Math. Sci. Quart. J. 5:2 (2011), 125-146.
[Kumar and Barak 2007] R. Kumar and M. Barak, "Wave propagation in liquid-saturated porous solid with micropolar elastic skelton at boundary surface", Appl. Math. Mech. (English Ed.) 28:3 (2007), 337-349.
[Kumar and Mukhopadhyay 2010] R. Kumar and S. Mukhopadhyay, "Effects of thermal relaxation time on plane wave propagation under two-temperature thermoelasticity", Int. J. Eng. Sci. 48:2 (2010), 128-139.
[Kumar et al. 2008a] R. Kumar, N. Sharma, and P. Ram, "Interfacial imperfection on reflection and transmission of plane waves in anisotropic micropolar media", Theor. Appl. Fract. Mec. 49:3 (2008), 305-312.
[Kumar et al. 2008b] R. Kumar, N. Sharma, and P. Ram, "Reflection and transmission of micropolar elastic waves at an imperfect boundary", Multidiscip. Model. Mater. Struct. 4:1 (2008), 15-36.
[Magaña and Quintanilla 2009] A. Magaña and R. Quintanilla, "Uniqueness and growth of solutions in two-temperature generalized thermoelastic theories", Math. Mech. Solids 14:7 (2009), 622-634.
[Mukhopadhyay and Kumar 2009] S. Mukhopadhyay and R. Kumar, "Thermoelastic interactions on two-temperature generalized thermoelasticity in an infinite medium with a cylindrical cavity", J. Therm. Stresses 32:4 (2009), 341-360.
[Nowacki 1981] W. Nowacki, Teoria niesymetrycznej sprȩżystości, Państwowe Wydawnictwo Naukowe, Warsaw, 1981. In Polish; translated as Theory of asymmetric elasticity, Pergamon, Oxford, 1986.
[Puri and Jordan 2006] P. Puri and P. M. Jordan, "On the propagation of harmonic plane waves under the two-temperature theory", Int. J. Eng. Sci. 44:17 (2006), 1113-1126.
[Singh and Kumar 1998] B. Singh and R. Kumar, "Reflection of plane waves from the flat boundary of a micropolar generalized thermoelastic half-space", Int. J. Eng. Sci. 36:7-8 (1998), 865-890.
[Tauchert et al. 1968] T. R. Tauchert, W. D. Claus, Jr., and T. Ariman, "The linear theory of micropolar thermoelasticity", Int. J. Eng. Sci. 6:1 (1968), 37-47.
[Tomar and Gogna 1992] S. K. Tomar and M. L. Gogna, "Reflection and refraction of a longitudinal microrotational wave at an interface between two micropolar elastic solids in welded contact", Int. J. Eng. Sci. 30:11 (1992), 1637-1646.
[Tomar and Gogna 1995a] S. K. Tomar and M. L. Gogna, "Reflection and refraction of coupled transverse and micro-rotational waves at an interface between two different micropolar elastic media in welded contact", Int. J. Eng. Sci. 33:4 (1995), 485-496. [Tomar and Gogna 1995b] S. K. Tomar and M. L. Gogna, "Reflection and refraction of longitudinal wave at an interface between two micropolar elastic solids in welded contact", J. Acoust. Soc. Am. 97:2 (1995), 822-830.
[Warren and Chen 1973] W. E. Warren and P. J. Chen, "Wave propagation in the two temperature theory of thermoelasticity", Acta Mech. 16:1-2 (1973), 21-33.
[Youssef 2006] H. M. Youssef, "Theory of two-temperature-generalized thermoelasticity", IMA J. Appl. Math. 71:3 (2006), 383-390.
[Youssef and Al-Harby 2007] H. M. Youssef and A. H. Al-Harby, "State-space approach of two-temperature generalized thermoelasticity of infinite body with a spherical cavity subjected to different types of thermal loading", Arch. Appl. Mech. 77:9 (2007), 675-687.
[Youssef and Al-Lehaibi 2007] H. M. Youssef and E. A. Al-Lehaibi, "State-space approach of two-temperature generalized thermoelasticity of one-dimensional problem", Int. J. Solids Struct. 44:5 (2007), 1550-1562.

Received 14 May 2013. Accepted 26 Dec 2013.
Rajneesh Kumar: rajneesh_kuk@rediffmail.com
Department of Mathematics, Kurukshetra University, Kurukshetra, Haryana 136119, India
MANDEEP KAUR: mandeep1125@yahoo.com
Department of Applied Sciences, Guru Nanak Dev Engineering College, Ludhiana, Punjab 141008, India
SATISH C. RAJVANSHI: satishrajvanshi@yahoo.com
Department of Applied Sciences, Gurukul Vidyapeeth, Institute of Engineering and Technology, Sector-7, Banur, District Patiala, Punjab 140601, India

# JOURNAL OF MECHANICS OF MATERIALS AND STRUCTURES 

msp.org/jomms
Founded by Charles R. Steele and Marie-Louise Steele

EDITORIAL BOARD

| Adair R. Aguiar | University of São Paulo at São Carlos, Brazil |
| ---: | :--- |
| Katia Bertoldi | Harvard University, USA |
| DAVIde Bigoni | University of Trento, Italy |
| IWONA JASIUK | University of Illinois at Urbana-Champaign, USA |
| Thomas J. PENCe | Michigan State University, USA |
| Yasuhide Shindo | Tohoku University, Japan |
| DAVId Steigmann | University of California at Berkeley |

## ADVISORY BOARD

J. P. Carter University of Sydney, Australia
R. M. Christensen Stanford University, USA
G. M. L. GLADWELL University of Waterloo, Canada
D. H. Hodges Georgia Institute of Technology, USA
J. Hutchinson Harvard University, USA
C. Hwu National Cheng Kung University, Taiwan
B. L. Karihaloo University of Wales, UK
Y. Y. KIm Seoul National University, Republic of Korea
Z. Mroz Academy of Science, Poland
D. PAMPLONA Universidade Católica do Rio de Janeiro, Brazil
M. B. Rubin Technion, Haifa, Israel
A. N. ShUPIKOV Ukrainian Academy of Sciences, Ukraine
T. TARNAI University Budapest, Hungary
F. Y. M. WAN University of California, Irvine, USA
P. Wriggers Universität Hannover, Germany
W. Yang Tsinghua University, China
F. ZIEGLER Technische Universität Wien, Austria

PRODUCTION production@msp.org
Silvio Levy Scientific Editor

Cover photo: Mando Gomez, www.mandolux.com
See msp.org/jomms for submission guidelines.
JoMMS (ISSN 1559-3959) at Mathematical Sciences Publishers, 798 Evans Hall \#6840, c/o University of California, Berkeley, CA 94720-3840, is published in 10 issues a year. The subscription price for 2014 is US $\$ 555 / y e a r$ for the electronic version, and $\$ 710 /$ year ( $+\$ 60$, if shipping outside the US) for print and electronic. Subscriptions, requests for back issues, and changes of address should be sent to MSP.

JoMMS peer-review and production is managed by EditFLOW ${ }^{\circledR}$ from Mathematical Sciences Publishers.
PUBLISHED BY
mathematical sciences publishers
nonprofit scientific publishing
http://msp.org/
© 2014 Mathematical Sciences Publishers
Journal of Mechanics of Materials and Structures
Volume 9, No, 2 March 2014Plane waves at the boundary of two micropolar thermoelastic solids with distinctconductive and thermodynamic temperatures
Rajneesh Kumar, Mandeep Kaur and Satish C. Rajvanshi ..... 121
Dynamic compression of square tube cellular structures Ryan L. HOLLOMAN, Karthikeyan Kandan, Vikram Deshpande and Haydn N. G. Wadley ..... 149
Dynamic response of twin lined shells due to incident seismic waves
J. P. Dwivedi, V. P. SingH and Radha Krishna Lal ..... 183
Solutions of the von Kármán plate equations by a Galerkin method, withoutinverting the tangent stiffness matrix
Honghua dai, Xiaokuí Yue and Satya N. Atluri ..... 195
Bimaterial lattices with anisotropic thermal expansion
Marina M. Toropova and Craig A. Steeves ..... 227
Origin and effect of nonlocality in a composite STEWART A. SILLING ..... 245


[^0]:    MSC2010: 74A10, 74J05.
    Keywords: micropolar thermoelastic solid, conductive and thermodynamic temperatures, elastic waves, reflection coefficient, transmission coefficient.

